Each machine includes a laminated Start Up Procedure sheet.
*Models 2M, 6A and 12HU will have one attached to the inside of the right rear door.


*Model 12F will have one attached inside the machine near the electrical panel door.

Start Up & Shut Down Procedures for Thawzall® Model 2M
*BOILER HAS A 30 SECOND FIRING DELAY
START UP PROCEDURE

1.   Visually inspect machine for any damage or leakage. 


2.   Check all electrical circuit breakers –should be in the OFF position (in electrical panel #1). 


3.   Turn on the circuit breaker for the light (#6). 


4.   Plug in the machine to 120 VAC ground fault circuit or start the generator. Make sure the main power panel is connected to correct power source. 


5.   Check hose reel drum switch – it should be in the NEUTRAL position. 


6.   Remove hose reel foot switch from holder and place on the ground, loosen hose reel brake. 


7.   Place hose reel switch to FORWARD position and lay out hose. 


8.   Plug hose into supply and return disconnects. 


9.   Return hose reel switch to NEUTRAL and place foot switch back in holder. 

10.   Pump suction valve 4S, supply valve 3S, and return valve 3R should be in the OPEN position. 


11.   Check boiler pressure gauge on boiler (should be approximately 5 PSI when machine is cold).

12.  To add fluid to system: 

A.   Energize circuit breaker #8 (located at electrical panel). 

B.   OPEN ball valve (labeled #2, on line connected to small black fill pump on boiler side of machine). 

C.   Turn switch to ON position (directly above valve #2 – must be held to ON position). 

D.   Watch gauge on boiler closely (located on burner side). DO NOT exceed 10 PSI. 

E.   Close ball valve #2 on line connected to small black pump when done filling. 

13.  Turn ON circuit breaker #2 on electrical panel #1(circulation pump). 


14.  Place fuel valve (#1) to OPEN position. 


15.  Turn ON circuit breaker #1 to start boiler. NOTE: 30 second delay. 


16.  When hose reel is not in operation, make sure hose reel breaker is in the OFF position and drum switch is in the NEUTRAL position. 

SHUT DOWN PROCEDURE 


1.   Shut burner breaker OFF (Circuit breaker #1). 


2.   Close fuel valve #1. 


3.   Shut circulation pump OFF (Circuit breaker #2). 


4.   Disconnect hose from machine. 


5.   Place hose reel foot switch on the ground. 


6.   Turn circuit breaker #3 to ON position. 


7.   Rewind hose. NOTE: Hose needs to be NEATLY rewound to properly fit on the reel. 


8.   Return hose reel switch to NEUTRAL position and replace foot switch to holder. 


9.   Tighten hose reel brake. 


10.   Turn circuit breakers #3 and # 6 to OFF position. 


11.   Close and lock door. THAWZALL is ready to move. 

